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Press 

Continuous

M1 Motor

If Motor Run Selected

If Delay Selected

If Manual Selected

If The Parameter  Speed, Step,Time ,Limit Switch,Jog  Selected Than Motor Will Run 

According To This Parameter Set  In Manual And Auto Mode

Enter Input

After M1 Selection
Press 

Configure

BH-SDC-01N FLOW CHART

press M1 Manual

press Auto

Enter Linear

Enter Rotary

Enter System

Press M1

Mode:-

1)M1 Manual

2)Auto

3)Configure

Mode:-

1)M1 Manual

2)Auto

Mode:-

3)Configure

4)Continuous

Sel saved Program  

number to run the 

motor 

Press Jog To Select 

Motor Running 

operation:-

1)M1 Motor

Press Dir To 

Change the  

Direction of 

Selected Motor

1)Input

2)System
1)Rotary

2)Linear
Select Microstep As 

per Requirement

Select Speed

1)Rpm

2)RPH

3)Step/Sec

4)Kstep/Sec

Select Step 

Unit

1)KStep

2)Step

Select Time 

Unit

1)Minute

2)Second

Select  No Of 

Limit Switch

Select  JOG 

Mode

1)Yes

2)No

Select Movement As 

Per Requirement

1)Step & Speed

2)Angle & Speed

3)Time & Speed

Start

Mode :-

1)M1 Manual

2)Auto

Program For Auto Mode

1)Step & Speed

2)Angle & Speed

3)Time & Speed

Manual Input For Delay

Program

1)New

2)Edit

Manual Input For Microstep 

As per Requirement

Manual Input For Pitch As per 

Requirement
Manual Input For Max Length 

As per Requirement

Select Time 

Unit

1)Minute

2)Second

Select Speed

1)mm/sec  or m/sec

2)mm/min or m/min

Short I/P1

For Motor M1 

Running

If Time & Speed Selected

If M1 Manual Is Selected

press M1 Manual

If Step & Speed Selected

If Angle & Speed Selected

Manual Mode 

Operation

1)Step & Speed

2)Angle & Speed

3)Time & Speed

Manual Input For motor

1)Step To Move

2)Rotation Speed 

(Step/Sec)/(Kstep/Sec)

Manual Input For motor

1)Angle To Move

2)Rotation Speed 

RPM/RPH

Manual Input For motor

1)Time To Move

2)Rotation Speed 

RPM/RPH

Manual Input For Acceleration

& Deceleration

Select Program number 

to Save the Data 

Select Type

1)Delay 

2)Run

3)Go Home

2)Edit

Manual Input For 

Motor ON And 

Direction

Manual Input To Start Motor 

At 

Switch /Direct

Manual Input To Start Motor 

At 

Switch  on Switch Number  By 

High/Low Signal

Manual Input To Stop Motor 

At 

Switch  on Switch Number  By 

High/Low Signal

Manual Input Of Start At 

Connector on Output Number  

By High/Low Signal

Manual Input To Stop At 

Connector on Output Number  

By High/Low Signal

Manual Input  For Next Cycle  

Or 

Stop For Current Cycle

Press Start To Run the Motor , 

Press  Direction To Change The 

Direction Of Motor,

Press Jog to Run The Motor as 

Rotary Switch Movement


